
Product Highlights:

— Double injection technology

— Robust structure with longer length

— 20,000hrs lifetime

— Flicker-free

Light is revelation
LEDCOMFO® Batten G4
The same performance and optimized ID design upon the G3 version.

Light is OSRAM

www.osram.asia/ls



Applications

— Cove lightings
— Indoor contour lightings
— Under shelf lightings
— Light boxes

General Illumination | Retail Batten 

Advantages & Benefits

Excellent lighting experience
— Less than 5 steps SDCM offers consistent CCT
— Good uniformity based on optimized design
— Seamless connection without obvious dark spot
— Flicker-free

Rigidness
— Double injection body provides robust structure
— Strong and durable end cap
— 20,000hrs lifetime

Flexibility
— 1ft / 2ft / 3ft / 4ft for choices
— Longer length ensures easy replacement for traditional T5 

batten
— Full range of accessories

LEDCOMFO® Batten G4 is the latest batten light solution 
which provides the same performance and optimized ID 
design upon the G3 version. With the double injection 
technology, this product series has a robust structure with 
longer length that enables to replace the existing T5 batten 
in a more convenient way.

Dimensions

LEDCOMFO® Batten G4

1ft 2ft 3ft 4ft
L1 282mm 582mm 882mm 1182mm
L2 271mm 571mm 871mm 1171mm
W 21mm
H 31mm

Photometrics

Light Distribution Curve
(3000K, 4000K, 6500K)

OSRAM Lighting Solutions Asia Pacific

Sales enquiry: lighting.solutions.apac@osram.com
www.osram.asia/ls
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Scan with our app 
for digital copy

Product Reference
Ordering Code 

(EAN40)

Fixtures
LEDCOMFO BAT G4 0304 830 30X1 OSRAM 4052899561359 Warm white 220-240 4 50 / 60 110 3000 320 282 21 31 30
LEDCOMFO BAT G4 0304 840 30X1 OSRAM 4052899561373 Neutral white 220-240 4 50 / 60 110 4000 335 282 21 31 30
LEDCOMFO BAT G4 0304 865 30X1 OSRAM 4052899561397 Cold white 220-240 4 50 / 60 110 6500 335 282 21 31 30
LEDCOMFO BAT G4 0607 830 30X1 OSRAM 4052899561410 Warm white 220-240 7 50 / 60 110 3000 560 582 21 31 30
LEDCOMFO BAT G4 0607 840 30X1 OSRAM 4052899561434 Neutral white 220-240 7 50 / 60 110 4000 590 582 21 31 30
LEDCOMFO BAT G4 0607 865 30X1 OSRAM 4052899561458 Cold white 220-240 7 50 / 60 110 6500 590 582 21 31 30
LEDCOMFO BAT G4 0910 830 30X1 OSRAM 4052899561472 Warm white 220-240 10 50 / 60 110 3000 790 882 21 31 30
LEDCOMFO BAT G4 0910 840 30X1 OSRAM 4052899561496 Neutral white 220-240 10 50 / 60 110 4000 840 882 21 31 30
LEDCOMFO BAT G4 0910 865 30X1 OSRAM 4052899561519 Cold white 220-240 10 50 / 60 110 6500 840 882 21 31 30
LEDCOMFO BAT G4 1214 830 30X1 OSRAM 4052899561533 Warm white 220-240 14 50 / 60 110 3000 1120 1182 21 31 30
LEDCOMFO BAT G4 1214 840 30X1 OSRAM 4052899561557 Neutral white 220-240 14 50 / 60 110 4000 1180 1182 21 31 30
LEDCOMFO BAT G4 1214 865 30X1 OSRAM 4052899561571 Cold white 220-240 14 50 / 60 110 6500 1180 1182 21 31 30
Accessories
LDCMF BAT G3 INTER CABLE 25CM 20X1 OSRAM 4052899414174
LDCMF BAT G3 P-IN CABLE 25CM 20X1 OSRAM 4052899414204
LDCMF BAT G3 P-IN CABLE 40CM 20X1 OSRAM 4052899414235
LDCMF BAT G3 P-IN CABLE 55CM 20X1 OSRAM 4052899414266
LDCMF BAT G3 P-IN CABLE 77CM 20X1 OSRAM 4052899414297
LEDCOMFO BAT G4 END CAP 4X300BT OSRAM 4052899561601

Technical data subject to variation and change without notice.
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